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Vertical Edger

- See-thru design with indi-

vidual sawdust chutes pro-
vides unparalleled visibility.

- Heavy, rigid formed steel

frame with built-in top
C-face motor mount. (V-
belt drive from the bottom
is also available).

. Dual-keyed 2-7/16" arbor

with brass-sleeved steel
collars is standard, splined
arbor is also available.

- Self-aligning bearings are

mounted in heavy preci-
sion-machined steel hous-
Ings.

- Available with straight hy-

draulic, electric/hydraulic,
electronic logic, or full
computer controls.
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Jackson Vertical Edger

Specifications

DB G B SN = v ioeisimisest o i R RIS S0 T B A I 2or)
NSRS RS o 66" Fligh x 35" Wide x 24" Deep
Approximate Weight. ... 950 Lbs
Saw Speed ..o e 1750 RPM
TR0 BT i e L e e e R e e e A S R 20"
vl el s e R R S R SR R Brass-sleeved Steel
Collar Bearings .« s« s ovwswwevnnavismnamn s sosy Self-aligning 2-7/106" Inserts
A BRI o s A P A M S Double-keyed 2-7/16",

Splined Arbor optional
Maximum Cutting Depth ..o 6"
Maximum Passable Depth .. .ccooviiviiiiiiiii i 8"
Maximum Cutting Widih. ..o 25"
Minimum Cutting Width. .. ..o 4"
Type Ol Control. ...oovvvirriiiiiiiieisiiriiinnranees. Manual Hydraulic,

Electric/Hydraulic or
Elecironic/Hydraulic optional

Drive SYStem . ..o.viuiiiieiiiiia e 40 IIP Electric Motor,
V-Belt / Gearbox optional



